


Optimal Operator Safety Specifications

The Presumptive Positive Design Approach
Powe_r Internal Battery or external 120VAC
The OMNI’s closed fluidic system protects operators Requirements
from (_1|r_ect exposure _to the sample. Small_ cartridges Power 70W Max while sampling (< 2.5W Idle)
containing sample fluid are easily loaded into the Consumption
OMNI; _these same cartridges cor.wenlently serve as gptuoqal 24VDG Hot Swappable Nickel Metal Hydride
protective sample cases for sending samples to a atteries
laboratory for analysis. If a site sample is required, Flow Rate 300 LPM w/ integral flow regulation
a pipette is available and can be inserted through
. . . Size 7.5"x8.5"x16.5”
the one way duckbill valves in the cartridge for safe
access to the sample. Unlike many other air samplers, Weight 13 Ibs (with optional battery < 21 Ibs)
the OMNI provides the user complete protection from Operating
sample exposure. Temperature 2°-50°C (36°-120°F)
Range
The OMNI 3000 Delivers Sampling Time User selectable up to 6 hours
Efficiency, Value, Portability, Reliability, Convenience Sampling Size <9mL
» A highly concentrated sample using proven Sampling Automatic into sealed disposable
SpinCon® techno|ogy Extraction sample cartridge
* The highest collection rate of any portable collector Water, Phosphate Buffered Saline (PBS),
« Broadest range of particles. down to submicron Sampling PBS with Triton. Uses water for evaporative
g p ) Solutions makeup. Consult factory if your application
» Low operational and maintenance costs requires a custom solution.
» Compact and lightweight design Sealed touch pad controls with LCD display
. . User Interface easily usable and viewable in personal
Easy to use and decontaminate protective equipment.
» Optional battery operation (battery charger included)
. . . Alcohol or bleach. OMNI has smooth surfaces
» User determined sampling times and minimal hard-to-clean areas. External
« Concentrated sample compatible with most EEEERARll ourfaces can be sprayed or rinsed; fluid
. . lines can be easily flushed. Contactor
detection meth0d0|09|es can be removed for submersion cleaning
or replacement.
Note: As with all Evogen collection systems, the AL 1um 120,000, at 3m 150,000 ( -
. . . . . um ,000; at 3um , assuming
O.MNI 3000 can be recpnﬂgured for use in combination ggrecentratlon an ambient concentration of 1000 particles
with collect/detect or trigger/collect/detect systems, per liter of air)

or as an integrated component subsystem.

How to Order

For a list of sales agents in your area,
product information, or order forms, visit
www.evogen.com

The OMNI 3000, featuring SpinCon
OMNI 3000 Applications technology, is manufactured by:
Include, but are not limited to:

» Stand-alone sampler for biological or low \A
vapor pressure chemical agents (pictured above) evo g e n

» Front-end sampler for integrated biological

detection systems Value in Know[ng’”
* Integrated sampler for reconnaissance vehicles

and unmanned ground vehicles



